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ALUMINIUM SHINGLE RAINSCREEN CLADDING

LAMINATED GLAZED SCREEN  TO 2.5M ABOVE FFL WITH
GALVANIZED VERTICALS

STANDING SEAM ROOF

PPC MONORAIL SYSTEM TO PERIMETER EDGE FOR
CLEANING AND MAINTENANCE VIA ABSAILING

GLAZED DOOR FOR SERVICE ACCESS

STAINLESS STEEL CABLES GUARDING

PORCELAIN SOLID PANELS WITH EXPRESSED HORIZONTAL
PATTERN AND PORCELAIN TOP PANEL WITH SLOTTED
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PERIMETER COLUMNS
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GLAZED BACK PAINTED SPANDREL PANEL INFILLS TO
CURTAIN WALLING

6 SILICONE JOINTS TO MULLIONS AND TRANSOMS

PPC METAL FLASHING TO THE TOP OF THE TURNSTILES AND
GATES FASCIA EDGE

PRESSED METAL FLASHING DETAIL TO ROOF PARAPET -
COLOUR TO MATCH LOUVRES

PRESSED METAL FLASHING DETAIL TO WINDOWS
REVEALS COLOUR TO MATCH CURTAIN WALL FRAMING

HPL RAINSCREEN CLADDING

WAYFINDING TO TURNSTILES AND GATES

GALVANISED AND POWDER COATED DOUBLE MESH
SECURITY FENCING WITH VERTICAL POST

EXIT GATES WITH GALVANISED AND POWDER COATED
DOUBLE MESH INFILL PANELS
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