
Structural Steels to provide
support for ceiling joists, roof
rafters and valley gutter in
strict accordance with
engineers design and details

150mm wide
flat gutter laid
to 1:80 falls.

Two PFC Spreader beams
each embedded into a party
wall at both ends to provide
steelwork rigidity and minimal
disruption to plasterwork
below

Existing brickwork parapet
to be raked and repointed.
Mortar strength in
accordance with engineer
and LPA approved colour
used

Note:  To be read in
accordance with engineers
drawings and calculations all
for structural works and
repairs

Code 4 leadwork lining
gutter on 18mm Marine
grade OSB

Existing parapet coping to
be repaired

Where joist ends are
decayed (following area is
supported) Timbers to be
cut back to unaffected
wood

Replacement face splayed
scarf and all timber repairs
to be in strict accordance
with the engineers details

Existing ceiling joists to be
retained with replacement
lathe and plaster ceilings to
match existing

Breather membrane suitably
dressed up perimeter wall &
roof sarking (refitted existing
timber boards) in strict
accordance with
manufacturers
recommendations

Existing slates set aside upon
removal and refitted on new
25x50mm SW battens

Existing roof joist

150mm Unilin mineral wool
insulation to be laid between
and 150mm over the ceiling
joists to achieve a minimum
U-value of 0.15W/m²K (in
compliance with AD:L 2022)

Existing brickwork external
walls

Existing ceiling joists to be
retained with replacement
lathe and plaster ceilings to
match existing

Breather membrane fitted to
joists in strict accordance
with manufacturers
recommendations

Existing slates set aside upon
removal and refitted on new
25x50mm SW battens

Existing roof joist

150mm Unilin mineral wool
insulation to be laid between
and 150mm over the ceiling
joists to achieve a minimum
U-value of 0.15W/m²K (in
compliance with AD:L 2022)

750mm wide
flat gutter laid
to 1:80 falls.

Note:  To be read in
accordance with engineers
drawings and calculations all
for structural works and
repairs

Breather membrane over
sarking (refitted existing
timber boards) in strict
accordance with
manufacturers
recommendations

New Valley gutter bearers
to be placed alongside
existing. All timber repairs to
be in strict accordance
with the engineers details

Existing ceiling joists to be
retained with replacement
plaster ceilings to match
existing in strict accordance
with conservation officers
recommendations

Code 4 leadwork lining gutter
on 18mm marine grade OSB
or Ply. Code 4 lead welts to
match existing in
accordance with LSA
guidance

Existing slates set aside upon
removal and refitted on new
25x50mm SW battens

Where possible, existing
coving to remain insitu. Where
unavoidable due to decay.
Coving to be carefully
removed and set aside for
repair and refitting following
replacement ceiling works.

150mm Unilin mineral wool
insulation to be laid between
and 150mm over the ceiling
joists to achieve a minimum
U-value of 0.15W/m²K (in
compliance with AD:L 2022)

Joist hangers to provide
support for ceiling joists in
strict accordance with
engineers design and details

Detail A

Existing coving to be retained
where possible or carefully set
aside for repair and refitting
following ceiling renewal

Valley bearers to be fixed
alongside existing timbers. All
timber repairs to be in strict
accordance with the
engineers details

      No. 7 Montpelier Row
Roof structure assumed

Code 4 lead stepped flashing
and soakers to be installed in
accordance with LSA
guidance

Spreader PFC and steelwork
in strict accordance with
engineers details. All
steelwork fitted within
partywall to be coated with
intumescent paint to provide
a minimum of 60minutes fire
resistence

Party wall

Existing coving to be retained
where possible or carefully set
aside for repair and refitting
following ceiling renewal

DETAIL B - PARAPET ROOF DETAIL

DETAIL A - PARTY WALL/VALLEY DETAIL

DETAIL C - VALLEY GUTTER DETAIL

Code 4 leadwork lining gutter
on 18mm marine grade OSB
or Ply. Code 4 lead welts to
match existing in
accordance with LSA
guidance

NB: where Fibreboard decay
is prevelent, reclaimed board
of similar age to be used

NOTES:

1. Dimensions are in millimetres unless stated otherwise
2. Levels are in meters AOD unless stated otherwise
3. Dimensions govern. Do not scale off the drawing
4. All dimensions to be verified on site before proceeding
5. All discrepancies on this drawing to be notified
    in writing to the Architect.
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DETAILS

Legend

Proposed Steelwork

Retained rafters & joists

Rafters requiring repair via
splicing (or similar) to
bearing ends only

Areas of Rafters & Joists
that are in an unusable state
of decay
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