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No. 144
RICHMOND HILL

EXISTING DOUGHTY HOUSE
PIER AND FINIAL

DOUGHTY COTTAGE

NEW LANDSCAPING BY SPECIALIST

NEW  YEW HEDGING

NEW LANDSCAPING BY SPECIALIST

EXISTING DOUGHTY HOUSE
PIER AND FINIAL

KICHLER HALLERON 2 LIGHT
LONDONDERRY OUTDOOR
LANTERN

KICHLER HALLERON 2 LIGHT
LONDONDERRY OUTDOOR
LANTERN
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EXISTING BRICK WALL & CAPPINGS
REMAIN

TUMBLED YORKSTONE SETTS TO DRIVEWAY
SEE DWG DC/06A FOR FULL DETAILS

MANOR YORKSTONE PAVING TO PATHWAY
SEE DWG DC/06A FOR FULL DETAILS MANOR YORKSTONE

PAVING TO PATHWAY
SEE DWG DC/06A FOR
FULL DETAILS

SEE DWG DC/02A FOR NEW
GATE DESIGN ELEVATION

SEE DWG DC/02A FOR
DETAILS OF NEW GATE
PIERS & BRICKWORK

SEE DWG DC/03A FOR
DETAILS OF NEW FINIALS,
PIERS CAPS & COPINGS

SPRUCE RESIN BOUND GRAVEL BY
CLEARSTONE PAVING TO DRIVEWAY
SEE DWG DC/04A FOR DETAILS

SEE DWG DC/01B FOR NEW RAILINGS
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DOUGHTY HOUSE
142 RICHMOND HILL
RICHMOND SURREY TW10 6RN
DISCHARGE OF PLANNING CONDITION
APPLICATIONS 19/0880/LBC & 19/0879/FUL

CONDITIONS U0077626 & U0077640
ITEM E: EXTERNAL LIGHTING

1:50/1:25@A1 JUL 24

24003 DC/05A

1:50 SCALE

APPLICATION 19/0880/LBC:
DISCHARGE OF CONDITION U0077626 FURTHER DETAILS
ITEM E: EXTERNAL LIGHTING

APPLICATION 19/0879/FUL:
DISCHARGE OF CONDITION U0077640 FURTHER DETAILS
ITEM E: EXTERNAL LIGHTING

CGC BETA ROUND (OR SIMILAR)
RECESSED LED GROUNDLIGHTS
SET IN PATHWAY

ELEVATION A

KICHLER HALLERON 2 LIGHT LONDONDERRY
OUTDOOR LANTERN
SEE SEPARATE DATASHEET FOR FULL DETAILS

KICHLER HALLERON 2 LIGHT LONDONDERRY
OUTDOOR LANTERN - SEE SEPARATE DATASHEET
FOR FULL DETAILS

ELEVATION B 1:25 SCALEENTRANCE GATES 1:25 SCALE
1:25 SCALE

ADJUSTABLE FITTING
GU10 LED LAMP
RATING:IP65
FINISH:MATTBLACK
SWIVEL:90°
PROJECTION:175°
DIAMETER:Ø60mm
SPIKE LENGTH:295mm
HEAD LENGTH:110mm
DIMMABLE
POWER SOURCE:MAINS
WATTAGE:UP TO 5w

ALUMINIUM BODY,
POLYCARBONATE ASSEMBLY
BOX, STAINLESS STEEL RING
AND GLASS DIFFUSER
LIGHT OUTPUT: 1 x GU10
BULB, MAX 50w
DIMENSIONS:
HEIGHT: 129mm
WIDTH: 130mm
CUT OUT: 125mm
TECHNICAL: IP67 RATED FOR
OUTDOOR USE, 220-240V
MAINS POWER, AMBIENT
TEMPERATURE -20 TO +30,
CLASS 1

ADJUSTABLE FITTING
GU10 LED LAMP
RATING:IP65
FINISH:MATTBLACK
SWIVEL:90°
PROJECTION:175°
DIAMETER:Ø60mm
SPIKE LENGTH:295mm
HEAD LENGTH:110mm
DIMMABLE
POWER SOURCE:MAINS
WATTAGE:UP TO 5w

EXTRACT FROM CONSENTED DWG PL66B SHOWING LANDSCAPING TO SIDE BOUNDARY- not to scale

ARROW ELECTRICAL (OR SIMILAR)
SPIKE LIGHTTO UPLIGHT SOFT
LANDSCAPING

ARROW ELECTRICAL (OR SIMILAR)
SPIKE LIGHTTO UPLIGHT SOFT
LANDSCAPING

SEE DWG DC/02A FOR VEHICLE & PEDESTRIAN GATE
DESIGNS
SEE DWG DC/03A FOR DETAILS OF FINIALS, PIERS CAPS &
GATE PIERS
SEE DWG DC/07 FOR NEW BRICKWORK

EXISTING DOUGHTY HOUSE PIERS & FINIALS
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